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Product A bonding primer for wall emulsions. Good for stabilizing plaster and for bonding emulsions to 
shiny surfaces. Nutshell Wall Primer is a solvent free vaporizing white undercoat for interior walls 
and surfaces. It stabilizes flaky wall coverings and absorbent materials. 
The result gives a surface with a good grip for the next coat. 
This product enables Nutshell wall paints to be used even on non-absorbent shiny surfaces. 
 

Ingredients Water, fine dispersed silica, chalk, calcium carbonate, talc, titanium dioxide, sunflower oil, 
dammar resin, castor oil, methyl cellulose, xanthan, less than 0.01% preserver 1, 2-
benzisothiazolin 3 – on CAS nr. 2634-33-5 and 2-methyl-4-isothiazolin-3- on CAS nr. 2682-20-4. 
 

Coverage Coverage is approximately 8 sq. metres per litre. One coat required. 

Areas of use Recommended for plaster, plasterboard and plaster fibre board. Fixing flaky surfaces, bonding on 
synthetic wall, oil and latex paints. On absorbent surfaces, especially when colour wash is 
intended. Not for use on new plaster. 
 

Size Available in 2.5 litre and 5 litre tins. 

Preparation The surface should be dry, free from grease and clean. Loose plaster should be removed. 
Stainblock should be used to cover areas of rust, nicotine or soot. 
 

Application Do not apply in temperatures below 12 C. Stir product thoroughly. Apply one coat thinly with a 
brush or roller. 
 

Drying Time NUTSHELL Wall Primer can take approximately 12 hours drying time. 
 

Thinning & 
Cleaning 
 

Clean brushes with NUTSHELL Pure Citrus Peel Oil. 

Storage & 
Handling 

Store in a cool, but definitely frost free place, in a well closed container. Always keep container 
closed and out of reach of children.  
 
Flash Point: Non flammable 
Shelf Life: Approximately 6 months if opened otherwise about 2 years in unopened containers in a 
frost free store 
 

Safety 
 

 Store well away from children and pets. 
 Avoid skin and eye contact. Wash eyes immediately with plenty of water if contact should 

occur. 
 Ensure good ventilation. 
 Close lid firmly after use. 
 Store and use away from heat and flame. 
 Do not eat in the vicinity of work. 
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 Wash hands after use. 

 
The information given in this Technical Information Sheet and any technical advice - whether verbal, in writing or by way of 
trials - is for guidance and is given in good faith but without warranty, since skill of application and site conditions are beyond 
our control. For further information please contact Nutshell Paints at the address shown above. We can accept no liability for 
the performance of the products arising out of such use, beyond the value of the goods delivered by us. This does not affect 
your statutory rights. 
 
 


